
 
 

 
 

The information and recommendations set forth in this Product Data Sheet are based upon tests conducted by or on behalf of The Neginzereh-pars Company. 

Such information and recommendations set forth herein are subject to change and pertain to the product offered at the time of publication. Consult your 

Neginzereh-pars representative to obtain the most recent Product Data Information and Application Bulletin. The Neginzereh-pars Company warrants our 

products to be free of manufacturing defects in accord with applicable Neginzereh-pars quality control procedures. 

 

Water-based acrylic nano-sealer 

NP-2314 

 

Safety: Handle with care. Before and during use, observe all safety labels on packaging and paint containers. Avoid inhalation, avoid contact with skin and 

eyes, and do not swallow. Take precautions against possible risks of fire or explosions as well as protection of the environment. 
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Product Description 
 
NP-2314 is a single pack, water based acrylic sealer. 

 

 

Recommended Use 
 
As a sealer for concrete, suitable for interior and 
exterior applications. 

 

Outstanding Characteristics 
 
-Excellent penetration  
-Suitable for minor substrate cracks and deformations. 
-Water proofing properties. 
-Environment friendly and non-toxic. 
-Easy to apply. 

 

Surface Preparation 
 
All surfaces to be coated shall be clean, dry and free 
from oil, grease, and other contaminants. 
Remove loose material for example laitance and 
Concrete must cure completely; for 28 days minimum. 
Moisture content in the surface must be below 4%. 
 
 
 

 

Technical Data  

  

Color Colorless 

Solid by volume 28±2% 
Specific Gravity 1.00±0.0.5  g/cm3 
Recommended D.F.T 10-30 µ 

Shelf life 

Package 

12 months at 25°C 
20 liters containers 

 

Application Details  

  

Application method  Brush, Roller, Airless 

Surface temperature 

 
10-40°C 
 

Thinner/cleaner  

Application remarks 

Fresh water  

Surface temperature must at least 
of 3°C above the dew point. 
Relative humidity shall not exceed 
85%. 
Do not apply the next coat unless 
the previous one is fully dry. 

  

  

 


